
SAFETY KLEEN GRASSY MOUNTAIN
MONITORING WELL SCHEMATIC 

TOP OF PROTECTIVE  
STEEL CASING

PROTECTIVE CASING MATERIAL Steel

RISER STICK UP

 

 

DIAMETER OF WELL CASING 2" to 4"

CASING  MATERIAL Sch 80 PVC

BACKFILL MATERIAL
AROUND CASING Bentonite Cement

SEAL TYPE Bentonite

SEAL THICKNESS Minimum of 2 feet

TOP OF SCREEN TYPE OF FILTER 
ELEVATION PACKING MATERIAL 10-20 Silica Sand

SCREEN  MATERIAL PFTE Sch. 80

SCREEN GAUGE OR SIZE
D1 Varies Ft. OF OPENINGS (SLOT SIZE) 0.01 inches

D2 Varies Ft. SCREEN DIAMETER 2" to 4"

SCREEN LENGTH 10' TO 15'
D3 Varies Ft.

     ONE FOOT LENGTH OF PTFE SCH 80 CASING 
D4 Varies Ft. WITH END CAP

TOTAL DEPTH OF BOREHOLE
FROM SURFACE Varies

MONITORING WELL INSTALLATION INFORMATION

DRILLING CONTRACTOR: DRILLER:

DRILLING RIG TYPE: DRILLING METHOD:

DATED STARTED: DATE COMPLETED: FORM COMPLETED BY:
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GALVANIZED STEEL LOCKING WELL CAP

CONCRETE APRON

GROUND ELEVATION

TOP OF FILTER PACK

D1

D4BACKFILLED WITH SAND

D3

D2

Attachment VII-6
Existing Groundwater Well Specifications
Safety-Kleen (Lone and Grassy Mountain), Inc.
Grassy Mountain Facility

State-Issued Part Permit 
April 21, 2001

UTD991301748


